
TECHNICAL DATASHEET

2000070 Ringo® GMP Ultra flat wringer

Industry Sectors

   

Assembly Hygiene

This classification is a non-binding recommendation. The user must check the individual suitability and compatibility for his individual area
of application. The condition of the material must be checked regularly; damaged products must be replaced immediately.All information
without guarantee. Subject to changes and deviations.
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Product description

Innovative flat wringer for cleanroom cleaning.

Best quality and reliability for your cleanroom
Autoclavable
Compatible with all Synchro Mop frames
Suitable for our cleanroom trolley series: CR1, CR3, CR4, CR5, CR6 and CRX
The flat wringer can be completely dismantled for improved cleaning
Assembly instructions included

Article name Ringo® GMP Ultra flat wringer
Dimensions | Weight 45.7 x 47.3 x 17.5 cm | 4.47 kg
Material Body parts: Stainless steel 1.4301

Bearing: Polyoxymethylene (POM)
Sterility Autoclavable (121 °C for 20 minutes)
Care instructions Please note the care instructions in the downloads.
Pieces per PackingUnit | Selling unit 1 Pieces | 1 PU
Pieces per box 1 Pieces
Carton weight 4.47 kg
Cartons per pallet | Pallet no pallet shipment | 120 x 80 x 220 cm
Packaging note The packaging size and the quantity per carton may vary depending on the order quantity

and the scope of additional products ordered.
Customs tariff number 87169090
Country of origin Germany
EAN-Number 4065237121412
Compatible accessories Our sales department will be happy to advise you on suitable accessories
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Product specifications

Individualization

on request!



TECHNICAL DATASHEET

2000070 Ringo® GMP Ultra flat wringer

Diese Klassifizierung ist eine unverbindliche Empfehlung. Der Anwender muss die individuelle Eignung und Verträglichkeit für seinen
individuellen Anwendungsbereich prüfen. Der Zustand des Materials ist regelmäßig zu überprüfen, beschädigte Produkte sind umgehend
auszutauschen. Alle Angaben ohne Gewähr. Änderungen und Abweichungen vorbehalten.
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1​x 2000071 Flat wringer operation

1​x 2000072 Flat wringer sheet metal sieve insert

1​x 2000073 Flat wringer body sheet

1​x 2000074 Flat wringer perforated plate

2​x 2000075 Flat wringer sliding bolt

1​x 2000076 Flat wringer plain bearing

1​x 2000077 Flat wringer spring

1​x 0899912 Assembly instructions for the Ringo® GMP Ultra flat wringer


